THRESHOLD LIMIT VALUE

TLV of phenyl mercury acetate is 0 l gm per cubic meter.

iFFECTS OF OVEREXPOSURE
L While phenyl mercury acetate is quite poisonous, the quantity in the paint is

extremely small. (0. 04/) The probable skin contact would be no more than a rash or irritation.

IMERGENCY. AND FIRST AID PROCEDURES
o : ; Skin or eye contact should be flushed off with water. A physician

should be called if contact area is extremely red or irritated. If swallowed, induce vomiting.

STABILITY COND!T!ONS TO AVOID

UNSTABLE

STABLE PR | X

NCOMPATABILITY (Materials to avoid)

IAZARDOUS DECOMPOSITION PRODUCTS

~ None

IAZARDOUS MAY OCCUR CONDITIONS TO AVOID

OLYMERIZATION
WILL NOT OCCUR X

FEPS TO BE TAKEN IN CASE MATERIAL 1S RELEASED OR SPILLED
Take up spilled material with a sultable absorbent

(rags, sawdust, etc) Wash surface with water.

ASTE DISPOSAL METHOD Dispose of in landfill.

‘NTILATION LOCAL EXHAUST SPECIAL

e o i,

MECHANICAL (General) ‘ OTHER

e e o i

OTECTIVE GLOVES EYE PROTECTION

Plastic : Gogeles

HER PROTECTIVE EQUIPMENT '
Normally gloves or goggles are not needed. If job conditions require

v

spraying or frequent skin contact, goggles or gloves are recommended.

ECAUT!ONS 10 BE TAKEN IN HANOLING AND STORING

Keep from freezing

HER PRECAUTIONS
None

i
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